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1. PRODUCT AND COMPANY IDENTIFICATION

Dow Corning Corporation 24 Hour Emergency Telephone: (989) 496-5900
South Saginaw Road Customer Service: (989) 496-6000
Midland, Michigan 48686 Product Disposal Information: (989) 496-6315

CHEMTREC: (800) 424-9300

MSDS No.: 01444310 Revision Date: 2009/10/26
Generic Description: Inorganic and organic compounds in mineral oil
Physical Form: Paste
Color: Brown
Odor: Slight odor
NFPA Profile: Health 2 Flammabilty 1 Instability/Reactivity 0

Note: NFPA = National Fire Protection Association

2. HAZARDS IDENTIFICATION

POTENTIAL HEALTH EFFECTS

Acute Effects

Eye: Direct contact may cause moderate irritation.

Skin: May cause moderate irritation.

Inhalation: Vapor may irritate nose and throat. Vapor overexposure may cause drowsiness.
Oral: May cause vomiting. Aspiration of liquid while vomiting may injure lungs seriously.

Prolonged/Repeated Exposure Effects

Skin: Repeated or prolonged contact may cause defatting and drying of skin which may result in
skin irritation and dermatitis.

Inhalation: Overexposure by inhalation may injure the following organ(s): Liver. Kidneys. Spleen.
Oral: Repeated ingestion or swallowing large amounts may injure internally.

Signs and Symptoms of Overexposure

No known applicable information.

Medical Conditions Aggravated by Exposure

No known applicable information.
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The above listed potential effects of overexposure are based on actual data, results of studies performed upon similar compositions,
component data and/or expert review of the product. Please refer to Section 11 for the detailed toxicology information.

3. COMPOSITION/INFORMATION ON INGREDIENTS

CAS Number Wt % Component Name
64742-56-9 <=42.0 Paraffinic petroleum distillates
7789-75-5 15.0 -40.0 Calcium fluoride
7440-50-8 7.0-13.0 Copper
17265-14-4 3.0-7.0 Disodium sebacate

The above components are hazardous as defined in 29 CFR 1910.1200.

4. FIRST AID MEASURES

Eye: Immediately flush with water for 15 minutes. Get medical attention.

Skin: Remove from skin and wash thoroughly with soap and water or waterless cleanser. Get
medical attention if irritation or other ill effects develop or persist.

Inhalation: Remove to fresh air. Get medical attention if ill effects persist.
Oral: Get medical attention. Do not induce vomiting.
Notes to Physician: Treat according to person's condition and specifics of exposure.

5. FIRE FIGHTING MEASURES

Flash Point: Not applicable.
Autoignition Temperature: Not determined.
Flammability Limits in Air:  Not determined.

Extinguishing Media: On large fires use dry chemical, foam or water spray. On small fires use carbon dioxide
(CO2), dry chemical or water spray. Water can be used to cool fire exposed containers.

Fire Fighting Measures: Self-contained breathing apparatus and protective clothing should be worn in fighting large
fires involving chemicals. Determine the need to evacuate or isolate the area according to
your local emergency plan. Use water spray to keep fire exposed containers cool.

Unusual Fire Hazards: None.
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6. ACCIDENTAL RELEASE MEASURES

Containment/Clean up: Observe all personal protection equipment recommendations described in Sections 5 and 8.
Wipe up or scrape up and contain for salvage or disposal. Clean area as appropriate since
spilled materials, even in small quantities, may present a slip hazard. Final cleaning may
require use of steam, solvents or detergents. Dispose of saturated absorbant or cleaning
materials appropriately, since spontaneous heating may occur. Local, state and federal laws
and regulations may apply to releases and disposal of this material, as well as those materials
and items employed in the cleanup of releases. You will need to determine which federal,
state and local laws and regulations are applicable. Sections 13 and 15 of this MSDS provide
information regarding certain federal and state requirements.

Note: See section 8 for Personal Protective Equipment for Spills. Call (989) 496-5900, if additional information is
required.

7. HANDLING AND STORAGE

Use with adequate ventilation. Avoid eye contact. Avoid skin contact. Avoid breathing vapor, mist, dust, or fumes. Keep
container closed. Do not take internally.

Use reasonable care and store away from oxidizing materials.

8. EXPOSURE CONTROLS / PERSONAL PROTECTION

Component Exposure Limits

CAS Number Component Name Exposure Limits
7789-75-5 Calcium fluoride Observe fluoride limits. OSHA PEL and ACGIH TLV, as

fluorine: TWA 2.5 mg/m3.

7440-50-8 Copper OSHA PEL (final rule), as copper: fume - TWA 0.1 mg/m3,
dusts and mists - TWA 1 mg/m3. ACGIH TLV, as copper:
fume - TWA 0.2 mg/m3; dusts and mists - TWA 1 mg/m3.

Engineering Controls

Local Ventilation: Recommended.
General Ventilation: Recommended.

Personal Protective Equipment for Routine Handling

Eyes: Use proper protection - safety glasses as a minimum.







